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With single-phase motors  type M (see motor choice guideline  in paragraph ACCESSORIES) performances are 20% lower than the three-

phase motor. 

ALI5PB - AC - ACME LEAD SCREW  - S3 30% (5 min) 30°C

Fmax
(N)

Speed
(mm/s)

Version Motor size Motor power
(KW)

Motor speed
(rpm)

2800 233 IEC80 2800

3300 IEC80 2800

IEC80 2800

5500 M20 IEC80 2800

58 IEC80 0.75

8300 M22 IEC80 0.75

ALI5P - AC - ACME LEAD SCREW  - S3 30% (5 min) 30°C

Fmax
(N)

Speed
(mm/s)

Version Motor size Motor power
(KW)

Motor speed
(rpm)

2700 0.55 2800

4000 57 0.37

28 0.37

0.37

0.37

5 0.25

ALI5P - AC -  BALLSCREW - S1

Fmax
(N)

Speed
(mm/s)

Version Motor size Motor power
(KW)

Motor speed
(rpm)

0.55 2800

5500 57 M57 0.37

7000 28 M58 0.37

0.25

0.25

*
*

*
*

*

* When speed is more than 40 mm/s and/or strokes longer than 350mm, check STROKE SETUP section; BRAKEMOTOR IS RECOMMENDED

(*) For any special duty, please contact our technical department

MECHANICAL STROKE-END, TO AVOID FAILURES. 

(*) For any special 

ALI5PB - AC - VRS - BALLSCREW  - S1 

Fmax
(N)

Speed
(mm/s)

Version Motor size Motor power
(KW)

Motor speed
(rpm)

223 IEC80 2800

3800 IEC80 2800

4300 IEC80 0.75

4500 IEC80 0.55

4500 0.25

    ALI5-P Cross gears

    ALI5-PB Belt drive

*

*
*
*
*
*

*
*
*
*
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ALI5-P-PB  Version  without  limitswitches

With safety nut “G”  = + 50 mm

Bellows for FCM  limitswitches contact our                    

Officies) 
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REAR ENDS E-BOX POSITIONAttacco posteriore

P1 (Standard)

Rear end

            P2  90° Rotated

13

2

Stroke longer

than 500-600 

mm IMPORTANT:

Long strokes, even if load is low, can generate 

significant buckling momentums, as sketch 

slows.

This happens when actuator is in its all-opened 

position: that’s the reason why we recommend 

100 mm extra-stroke.

Pushtube will have this100 mm-portion always 

inside the overtube, improving guidance against 

buckling.

For more information on this, contact our office.

BUCKLING

MOMENTUM

LOAD

BUCKLING: -

manuals.

 STROKE SETUP:   

When stroke is more than 350 mm,

RAMP-UP
DOWNSPEED

STROKE

* *
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A4

A3
A7

A1

P2 P1

“FCM” MAGNETIC
LIMITSWITCHES

Note: “B” dimension variations depending on model

                                                                                  
MODEL:

STROKE: 

VERSION: (pag.45)

MOTOR: (pag. ACCESSORIES)

 With motorflange only put 0

 With special motorflange put: PD

AC MOTOR OPTIONS: (pag. ACCESSORIES)

 E-BOX POSITION: 

 1 

ENCODER: (pag. ACCESSORIES)

LIMIT SWITCHES: (psg. ACCESSORIES)

POTENTIOMETER: (psg. ACCESSORIES)

  POT01A   POT10A None:  / Leave blank

REAR END: 

  P1 Eyelet                P2 Eyelet

FRONT END: 

 A1 A3

 A4 A7  

 

ORDERING KEY

ALI5-P / 0300 / M01 / CA-400-50-T-71-2-0,55 / B5 + AB / 1 / E05 / 2FCM0 / P0T01A /  P1 / A1

NOTE: COMPLETE THE ORDERING KEY ADDING THE OPTIONS YOU CAN FIND IN THE   “ACCESSORIES AND OPTIONS” SECTION

A4 = TESTA A SNODO DIN 648 serie K / ISO 
A4 = FIXING WITH ROD END DIN 648 serie K / 
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A3 = FIXING YOKE WITH CLIP DIN 71752 / UNI 

A7 = TERMINALE FILETTO MASCHIO M20 (Standard)
A7 = M20 TREADED MALE END  (Standard)
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A3 = FORCELLA CON CLIP DIN 71752 / UNI 
A3 = FIXING YOKE WITH CLIP DIN 71752 / UNI 
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